
C -R -Aolor atio dj

4- 1 P -G -Lin- lant row ight

N  So pot
l LED: CRI ≥90 SMD2216

l Constant Voltage Version

l LED Qty: 300LED/m

l Power: 12W/m

l Voltage: DC24V

l Color: Warm White, Nature White, Pure White

l Waterproof: Ip67

l Cutting: 6LED for DC24V Version

ModelNo. LEDTypeCC/CVLEDQty
Power
(W/m)

VoltagePCBWidthWaterproofColor λ(Nm)/(CT:K)
lumen
(lm/m)

QL-F2216C150SA-W-24-M

SMD2216
CV

Version
300LED/m12W 24V 8mm IP67

□WarmWhite2500-2600K 500-600

QL-F2216C150SA-N-24-M □NatureWhite3400-3500K 600-700

QL-F2216C150SA-P-24-M □PureWhite 5000-5200K 700-800

CV Version

Ra+90

CRI ≥90 LED Strips without Light Spot

CRI ≥90 SMD2216 LED Strips

l LED: CRI ≥90 SMD2216

l Constant Voltage Version

l LED Qty: 300LED/m, 120LED/m, 60LED/m

l Power: 18W/m, 9.6W/m, 4.8W/m

l Voltage: DC12V, DC24V

l Color: Warm White, Nature White, Pure White

l Waterproof: IP20/IP67

l Cutting: 6LED for DC24V Version, and 3LED for DC12V Version

120LED/m Strips 300LED/m Strips

□WarmWhite

□NatureWhite

□PureWhite

□WarmWhite

□NatureWhite

□PureWhite

□WarmWhite

□NatureWhite

□PureWhite

ModelNo. LEDTypeCC/CVLED

 

Qty
Power
(W/m)

VoltagePCB

 

WidthWaterproofColor λ(Nm)/(CT:K)

 

lumen
(lm/m)

SMD2216
CV

Version
300LED/m18W 24V 8mm IP20

 

3000-3200K 1250-1300

 

3900-4200K 1300-1350

 

6000-6500K 1350-1400

SMD2216
CV

Version
120LED/m9.6W 24V 8mm IP20/IP67

3000-3200K 550-600

3900-4200K 600-650

6000-6500K 650-700

SMD2216
CV

Version
60LED/m4.8W 24V 8mm IP20/IP67

3000-3200K 280-300

3900-4200K 300-320

6000-6500K 320-350

http://www.qlledstrip.com
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QL-F2216A150SA-P-24

QL-F2216A150SA-N-24

QL-F2216A150SA-W-24

QL-F2216X30SA-P-12/24

QL-F2216X30SA-N-12/24

  QL-F2216X30SA-W-12/24

QL-F2216X60SA-P-12/24

QL-F2216X60SA-N-12/24

QL-F2216X60SA-W-12/24
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LS60GL4
LS60GL4-IP67

SMD5050 60 19.2W 12/24V IP20
IP67

CV
Version 12mm 660-665nm

450-455nm 400 - 500lm

Eén LED met 4 chips, 3 rode en 1 blauwe chip. Kleurratio can worden afgestemd met controller.

- Uitgevoerd met originele 4-in-1 SMD5050 Epistar led's.
- Stralingshoek: 120 graden
- Afknipbaar om de 3 of 6 led's (5 / 10 cm)
- Voltage: 24V DC (tevens in 12V leverbaar)
- Wattage: 19,2W/meter
- Dimbaar d.m.v. RGB(W) controller
- 3 x Rood: 660-665 nm / 1 x Blauw: 450-455 nm
- Voorzien van 3M tape op de achterzijde.
- Kleur van print: wit
- Afmeting led-strip: B * H = 12 mm * 2,5 mm
- Conform CE standaarden en RoHS richtlijnen.
- Leverbaar in IP20 / IP65 / IP67 uitvoering

RRRB regelbare groei led-strip 30 of 60 SMD5050 Epistar led's/meter

330 - 350lm660-665nm
450-455nm12mmCV

Version
IP20
IP6712/24V14.4W60SMD5050

LS60GL-R4B1
LS60GL-R5B1
LS60GL-R9B1

- Uitgevoerd met originele SMD5050 Epistar led's.
- Stralingshoek: 120 graden
- Afknipbaar om de 3 of 6 led's (5 / 10 cm)
- Voltage: 24V DC (tevens in 12V leverbaar)
- Wattage: 14,4W/meter
- Dimbaar d.m.v. led-strip dimmer
- Rood: 660-665 nm / Blauw: 450-455 nm
- Voorzien van 3M tape op de achterzijde.
- Kleur van print: wit
- Afmeting led-strip: B * H = 10 mm * 2,5 mm
- Conform CE standaarden en RoHS richtlijnen.
- Leverbaar in IP20 / IP67 uitvoering

Groei led-strip 30 of 60 SMD5050 Epistar led's/meter


