
SR-1009 Series
RF/WiFi Wireless Smart LED
Control System

5
E477171

   -RF Receiver
   -RF+WiFi Receiver
   -RF Driver
   -RF-WiFi Transmitter
   -RF remote
   -IOS/Android Smart Control APP

Zone 1

Zone 2

Zone 3

WiFi-RF hub
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• Can connect with RGB/RGBW/CCT/single color
   LED lighting

• 5 channels output

• Radio Frequency: 868MHz/433MHz/915MHz

• Constant voltage

• Compatible with a variety of RF remote controls and WiFi-RF hub

Product features

• Can connect with single color LED lighting

• 1 channel output

• Push switch input

• Radio Frequency: 868MHz/433MHz/915MHz

• Constant voltage/constant current

• Compatible with a variety of RF remote controls and WiFi-RF hub

Product features

SR-1009EA-5C 12-36VDC 480-1440W5CH,8A/CH Constant Voltage

Part No. Input Voltage Output TypeOutput PowerOutput current

RF Receiver(5 channels)

SR-1009EAWi-5C 12-36VDC 480-1440W5CH,8A/CH Constant Voltage

170.00 mm
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RF Receiver(1 channel)

85.00 mm

95.00 mm
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SR-1009CS 12-36VDC

SR-1009CS3 12-48VDC

SR-1009CS7 12-48VDC

96-288W

4.2-12.6W

8.4-25.2W

1CH,8A/CH

1CH,0.35A/CH

1CH,0.7A/CH

Constant Voltage

Constant Current

Constant Current

Part No. Input Voltage Output TypeOutput PowerOutput current

RF + WiFi Receiver (WiFi built-in)

RF Receiver(Din rail)

SR-1009FAWi 12-36VDC

SR-1009FA3Wi 12-48VDC

SR-1009FA7Wi 12-48VDC

240-720W

16.8-67.2W

33.6-134.4W

4CH,5A/CH

4CH,0.35A/CH

4CH,0.7A/CH

Constant Voltage

Constant Current

Constant Current

Part No. Input Voltage Output TypeOutput PowerOutput current

178.00 mm
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• Can connect with RGB/RGBW/CCT/single color
   LED lighting

• 4 channels output

• Radio Frequency: 868MHz/433MHz/915MHz

• Constant voltage

• Compatible with a variety of RF remote controls and iOS/Android phones directly. 

Product features

SR-1009DIN 12-36VDC 240-720W4CH,5A/CH Constant Voltage

Part No. Input Voltage Output TypeOutput PowerOutput current

• Can connect with RGB/RGBW/CCT/single color
   LED lighting

• 4 channels output

• Radio Frequency: 868MHz/433MHz/915MHz

• Constant voltage

• Compatible with a variety of RF remote controls and WiFi-RF hub

• Din rail controller

Product features
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RF Receiver(Waterproof)

• Can connect with RGB/RGBW/CCT/single color
   LED lighting

• 4 channels output

• Radio Frequency: 868MHz/433MHz/915MHz

• Constant voltage/constant current

• Compatible with a variety of RF remote

• Waterproof grade :IP67

SR-1009FA(WP) 12-36VDC

SR-1009FA3(WP) 12-48VDC

SR-1009FA7(WP) 12-48VDC

240-720W

16.8-67.2W

33.6-134.4W

4CH,5A/CH

4CH,0.35A/CH

4CH,0.7A/CH

Constant Voltage

Constant Current

Constant Current

Part No. Input Voltage Output TypeOutput PowerOutput current

RF & WiFi Receiver(Waterproof)

• Can connect with RGB/RGBW/CCT/single color
   LED lighting

• 4 channels output

• Radio Frequency: 868MHz/433MHz/915MHz

• Constant voltage/constant current

• Compatible with a variety of RF & WiFi remote

• Waterproof grade :IP67

SR-1009FAWi(WP) 12-36VDC

SR-1009FA3Wi(WP) 12-48VDC

SR-1009FA7Wi(WP) 12-48VDC

240-720W

16.8-67.2W

33.6-134.4W

4CH,5A/CH

4CH,0.35A/CH

4CH,0.7A/CH

Constant Voltage

Constant Current

Constant Current

Part No. Input Voltage Output TypeOutput PowerOutput current

Product Dimension
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Wiring Diagram
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AC Power
50/60Hz

12V/24V/36V 
CV PSU

V+         V+
R-          R-

G-          G-
B-           B-
W-          W-

RF & WiFi Receiver

Reset Switch Learning Key

DC INPUT
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LED OUTPUT

Black :V+
Red :R-
Green :G-
Yellow :B-
White :W-

Red :V+
Blue :V-
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SR-2818WiTR 12-24VDC 2.4GRF signal

Part No. Input Voltage Operation FrequencyOutput

WiFi-RF Convertor

Product features • Convert WiFi signal to RF

• Works with multiple SR-1009XX receivers series

• Free software can be downloaded from “app store” , “google play” or Sunricher’s 

   website.

SR-2818WiN 12VDC 2.4GRF signal

Part No. Input Voltage Operation FrequencyOutput
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Method 1:Connect your cell phone with your home net router(WiFi-RF)

12V DC power
input 

Router

Learning Key

RF LED Receiver

Method 2:Connect your cell phone with the convertor(WiFi -RF)

12V DC power
input 

Learning Key

RF LED Receiver
Learning Key

RF LED Receiver

Tx

Link

Ready

ANT2

ANT1

(12-24VDC)
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Configure &
Reset button

WIFI-RF Convertor
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0-10V/PWM RF Controller

Wiring Diagram

170.00 mm
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SR-1009(0-10V/PWM) 100-240 VAC

Output1=2x(0-5VDC)PWM ,I=10mA max.

Output2=2x(0-15VDC)PWM ,I=50mA max.

Output3=2x(0-10VDC)PWM ,I=20mA max.
60mA max.

Part No. Input Voltage OutputInput current

• 0-10V/PWM signal output

• Radio Frequency: 868MHz/433MHz/915MHz

• Great compatibility with a variety of Perfect RF series single color remote controls

• Push dimmer

Product features

AC Power
50/60Hz
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PUSH

V+

V-

DIM+

DIM-

ACN

ACL

0-10V/PWM Dimmable 
Power Supply

V+

V-

DIM+

DIM-

ACN

ACL

0-10V/PWM Dimmable 
Power Supply

AC Power
100-240VAC

N
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AC Power

100-240VAC

V+ V+

V- V-

V+ V+

V- V-

Mono LED Strip

Mono LED Strip

SR-1009(0-10V/PWM)
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